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Talking  
Turn-O-Matic 

Save your voice – let the 
TOM Voice Module call 
customers for service. 

Relax – no need to look 
around for displayed numbers, 
the right number is always 
announced. 

Enhance the message – 
even if customers miss seeing 
their number, they will hear it. 

 Easy plug-in connection 
to all current V3 and 
older V2 systems. 

 Language selection with 
plug-in CF card plus 
VM900 software for 
making customised 
language cards. 

 Effective speaker, 86 
db (1W/1m) efficiency, 
driven by 5W amplifier.  

 Line-out connection 
for public address 
system broadcasting. 

 Speech setting 
selections for different 
system configurations. 

 Discreet, trim design in 
black matte finish for free 
standing or wall mounted 
placement.  

Available products: 

VM900 plug-in pack with English, 
French, German, Spanish or Swedish 
CF language card. 

VM900 software for recording speech 
and making customised CF language 
cards. 
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194 mm (7  in) 

115 mm 
(4  in) 

70 mm 

(2  in) 

Weight: 0.68 kg (1  lb) 

Voltage Required: 12VAC/15VDC 

Power Consumption: 6 Watts at 

full speaker volume. 

Housing Material: ABS (UL 94 HB), 

Black (RAL 9005). 

CF card slot 

Status LEDs 

Data In/Out (RJ10) 
TOM-Net 
Address Setting 
 

Speech 
Settings 
 Volume 

Control 
 

Line-out 
(3.5 mm) 
 

12VAC/15VDC 
In/Out (2.5 mm 
DC plug) 

Parallel service counters 

2-digit numbers 
 

3-digit numbers 
 

Single service counter 
 

Music Tone 

 

Speech 
 

Include ending text 
(ex. ‘Thank You’) 

No ending text  
 

Installation on V2 systems Installation on V3 systems 

TOM-Net Address 
Setting = ‘0’ for all 
V2 systems. 

Connect power 
leads to X-X on 8-
pin connector. 
Connect data leads 
as White lead to A, 
Brown to B and 
shield to inverted T 
on 9-pin Connector.  

TOM-Net Address  
Setting = ‘F’ for S3 and 
M3 systems. 
For L3 systems, normal 
setting = ‘6’ (first call, all 
service types). 

Data Power 
Data Power 


